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▲ CAUTION!
This equipment is designed and sold for commercial use only.  This
equipment is not to be used by the consumer in home use.  Do not allow
direct contact of this equipment by the public when used in food service
locations.  Only personnel trained and experienced in the equipment
operation may operate this equipment.
Carefully read all installation instructions before operating the equipment.

▲ WARNING!

Always wear safety glasses when servicing this equipment.

▲ WARNING!

Avoid serious burns, do NOT touch the spinner head while in use.

▲ WARNING!
Any alterations to this equipment will void the warranty and
may cause a dangerous situation.  NEVER make alterations
to the equipment.
Make sure all machine switches are in the OFF position
before plugging the equipment into a receptacle.

▲ DANGER!
Machine must be properly grounded to prevent electrical shock
to personnel.
Do NOT immerse any other part of this equipment in water.
Always unplug the equipment before cleaning or servicing.

 
                                                         NOTE
The information, specifications and illustrations contained in this manual represent
the latest data available at time of publication.  Right is reserved to make changes as
required at the discretion of Gold Medal Products Company without notice.

SAFETY PRECAUTIONS
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INSTALLATION INSTRUCTIONS
CHECKING UNIT

Check thoroughly for any damage which may have occured in transit.  NOTE: Before
plugging in the cotton candy machine, the shipping bracket must be lowered.
This can be done easily by turning the two knobs on each side of the cabinet top then
pushing the knobs down to assure that the bracket is completely lowered.  This will
allow the bell housing to float freely and the floss pan to sit properly atop rubber pegs.

LOCATION
Place the AUTO BREEZE Cotton Candy Machine onto a cart or table top.  Ventilation
around the machine is important to insure proper operation.  Be sure to allow a
minimum of six inches around each side vent.

Wash the floss pan thoroughly with soap and water.  Install Floss Stabilizer on floss
pan (See diagram, page 7).  Then put pan on the machine with the floss head extend
ing up through the center of the pan.

As a last precaution before plugging in the machine, look inside the
head assembly and make sure the floss ribbon (heating element)
has not shaken out of the band during transportation.  If the ribbon
is out of the band, push it back into place with the index finger.

ELECTRICAL REQUIREMENTS
The GOLD MEDAL AUTO BREEZE Cotton Candy Machine is
ready to plug into a 15 amp, 120 volt, standard wall receptacle.
Maximum amp draw for the unit at 120 volts is 9 amperes.
NOTE: This figure is an approximation and may vary slightly.  An
overloaded electric circuit will not allow the AUTO BREEZE
to make cotton candy.

You must have
the machine
grounded! 
       NO
 Exceptions!!!

▲DANGER!

ROTATION
Leather
Floater

FLOATER ADJUSTMENT

Form leather floaters as shown.
This creates a lifting action to
float the floss across the gap to
the side of the floss pan.
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OPERATING INSTRUCTIONS
 
CONTROLS AND THEIR FUNCTIONS

POWER SWITCH
Turns main power to machine on or off.

CANDY SWITCH
Turns current to the spinner head on.  When turned "OFF" machine enters cooling cycle.

AUTO COOLING LIGHT
Eluminates during cooling cycle when CANDY SWITCH is turned "OFF".  The spinner head
and AUTO COOLING LIGHT will remain on until cooling cycle is completed.

 MACHINE OPERATION
 
1.   Plug in AUTO BREEZE Cotton Candy machine.
2. With the CANDY SWITCH "OFF", turn the POWER SWITCH "ON".  The spinner head will

NOT start to rotate.
3. With the spinner head stopped, pour sugar into the spinner head.  Fill it about 90% full. 
      DO NOT OVERFILL!  NEVER ADD SUGAR WHEN MOTOR IS RUNNING
4.   Turn the CANDY SWITCH to "ON".  The spinner head will rotate and heat, after about 45

seconds the machine will start to make cotton candy.
5.   When the spinner head is empty or to stop making cotton candy, turn the CANDY SWITCH

"OFF". The cooling cycle will start.  When the cooling cycle completes the spinner head will
      stop rotating.  When the spinner head has completely stopped refill with sugar.  Turn the

           CANDY SWITCH "ON" and continue to make cotton candy.   

▲ CAUTION!
During the cooling cycle the spinner head will remain spinning.  
Cooling is necessary to keep carbon from forming in the spinner head.
DO NOT use the POWER SWITCH for normal operation of the machine.
This will bypass the cooling cycle leaving the candy with a burnt taste.

▲ WARNING!
Keep foreign objects out of the spinner head.
Floss head rotates at 3450 r.p.m.  Operator must keep hands and face
clear of spinner head and keep spectators at a reasonable distance.
For safety, always us a floss bubble.
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MAKING FLOSS
 

1. The WHIRL GRIP FLOSS STABILIZER works effectively to prevent floss from leaving the pan.
See illustration on page 7 which shows proper installation of the WHIRL GRIP FLOSS STABI-
LIZER.

2. Plug in your machine and operate controls as described under OPERATING INSTRUCTIONS.
3. In operation the floss will collect on the FLOSS STABILIZER.
4. If the floss collects “low” on the stabilizer, twist the leading edge of the leather floaters down.

You get more lift and the floss will collect hotter.  A little practice should give you good control
in any climatic condition.

5. TO PICK UP FLOSS: (See diagrams, page 6).  Anyone can be an expert at rolling the web of
cotton candy onto the cone.  First, pick up the cone - if it sticks int he stack of cones, do not
“pull”, rather “twist” it off the stack.

Hold an inch or two of the pointed end of the cone between your two fingers and your thumb.
With a light flicking action, break the web of floss that is building up in the pan and roll onto cone.
Lift up the cone with the ring of floss attached and – by rotating the cone – roll the floss onto it.
DO NOT ROLL FLOSS ONTO THE CONE WHILE IT IS INSIDE THE PAN.  This will just pack the
floss onto the cone.  For additional help, see illustrations on page 6.  PRACTICE MAKES
PERFECT.

If you experienced difficulty in getting the floss to stick to the cone, it will be helpful to pass the
cone near the spinner head to pick up a “starter” of melted sugar.  Many operators prefer to lift the
ring out of the pan and – with a flick of the wrist – turn the ring into a figure eight and whip it
around the cone.  This leaves giant pockets and makes it appear that you are serving a larger
portion.

6. When stopping operation for the day or any prolonged period, it is good to run all the sugar
out of the floss head.  
  NEVER ALLOW WATER OR ANY OTHER LIQUIDS INTO ENTER THE SPINNER HEAD.
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FLOSS MAKING PROCEDURES
Add Flossugar only while motor is off.  Then, manually spin the head to balance.

This will eliminate excessive vibration of the head.

When adding sugar, always fill about 90% full.

DO NOT OVERFILL!

▲▲▲▲▲CAUTION!

Keep hands
away from
spinning
head!

1         2

Grip -

Rotation

Wind the web of
sugar onto the cone. Grip cone as shown.

Break into web of floss
with the cone.

Lift web of floss from the
pan and roll onto the cone.

Remember:
Let the machine do the work.

3         4

5         6

7         8
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INSTALLATION OF WHIRL GRIP FLOSS STABILIZER

1        2

3        4
WHIRL GRIP
 FLOSS STABILIZER

CLIPS

PLAN VIEW
OF FLOSS PAN

AIR SPACE IS REQUIRED
BETWEEN PAN AND
STABILIZER FOR PROPER
OPERATION.
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BAGGING COTTON CANDY

How to get a really big one in the bag !
1. Make it big and fairly firm.
2. Hold bag open with one hand while grasping cotton candy cone with other hand.
3. Twist the serving down into bag.
4. Twist the bag with cone and floss inside, tie and display.

FOR MAXIMUM SALES
Change colors every 10 - 25 cones.  Keep your display full at all times.  Always use Gold Medal Flossugar.

Rotation

Auto. floss bagger

Floss bag
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